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Photograph DC-1.  Water truck used for dust suppression.  Photo 
courtesy of Douglas County. 

Description 
Wind erosion and dust control BMPs 
help to keep soil particles from entering 
the air as a result of land disturbing 
construction activities.  These BMPs 
include a variety of practices generally 
focused on either graded disturbed areas 
or construction roadways.  For graded 
areas, practices such as seeding and 
mulching, use of soil binders, site 
watering, or other practices that provide 
prompt surface cover should be used.  
For construction roadways, road 
watering and stabilized surfaces should 
be considered.  

Appropriate Uses 
Dust control measures should be used on any site where dust poses a problem to air quality.  Dust control 
is important to control for the health of construction workers and surrounding waterbodies.   

Design and Installation 
The following construction BMPs can be used for dust control: 

 An irrigation/sprinkler system can be used to wet the top layer of disturbed soil to help keep dry soil 
particles from becoming airborne. 

 Seeding and mulching can be used to stabilize disturbed surfaces and reduce dust emissions. 

 Protecting existing vegetation can help to slow wind velocities across the ground surface, thereby 
limiting the likelihood of soil particles to become airborne. 

 Spray-on soil binders form a bond between soil particles keeping them grounded.  Chemical 
treatments may require additional permitting requirements.  Potential impacts to surrounding 
waterways and habitat must be considered prior to use.  

 Placing rock on construction roadways and entrances will help keep dust to a minimum across the 
construction site. 

 Wind fences can be installed on site to reduce wind 
speeds.  Install fences perpendicular to the prevailing 
wind direction for maximum effectiveness.   

Maintenance and Removal 
When using an irrigation/sprinkler control system to aid in 
dust control, be careful not to overwater.  Overwatering will 
cause construction vehicles to track mud off-site. 

Wind Erosion Control/ 
Dust Control 

Functions   
Erosion Control Yes 
Sediment Control No 
Site/Material Management Moderate 


